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• 8,6” S-shape aluminium tonearm

• Aluminium headshell with SME connector 

• Pre-adjusted Sumiko Rainier cartridge

• Magnetic antiskating

• Electronic speed switch for 33/45 & 78rpm

• Precision belt drive with electronic speed control

• Heavy steel platter

• TPE motor suspension

• Semi-symmetrical phono cable included 

• Gold plated RCA connectors

• Switchable phono preamp

• Dust cover included

• Handmade in the EU

Speed: 33, 45 / 78 (electronic speed change)
Drive principle: belt drive
Wow & Flutter: 33: +/-0,17%; 45: +/-0,15%
Speed drift: 33: +/-0,5%; 45: +/-0,6% 
Platter: 300mm, 1.7kg heavy steel platter with felt mat
Mains bearing: stainless steel
Signal to noise: 68dB
Tonearm: 8,6” S-shape with SME headshell connector
Effective arm length/mass: 218,5 mm/6,0 g
Overhang: 18,5mm
Included accessories: 15V DC / 0,8A power supply, dust 
cover, Connect it E phono cable, feltmat
Power connection: 110/120 or 230/240 Volt - 50 or 60 Hz
Standby power consumption: < 1 watt standby
Dimensions: 415 x 118 x 320mm (WxHxD) lid closed
Weight: 5,6 kg net 

Debut S Phono
Audiophile turntable with S-shape tonarm
MSRP 649 € (incl. VAT)

33/45/78 RPM

Magnetic Antiskating

Switchable Phono Preamp


